
STRENGTH 9000 SERIES TRAINING EQUIPMENT
SU86 Dip and Chin Assist

Black Pad Set
SU86-FEA02-0P01

Selector Pin
SK50-S0151-0000

Guide Rods 63.5” (2)
0017-00009-0933 
Note: Get length from
Customer

SU86 Placard
SU86-PL000-0001

Metal Label (2)
0K50-01001-0000

Weight Stickers
M051-00261-A000 (10-190 lbs)
M051-00264-A000 (5-95 KG)

Cable
AK50-CL085-0001

Rubber Grip 
0017-00042-0995
Grip Cap (2)
0K50-P0315-2000
Grip Ring (2)
0K50-P0316-2000
Set Screw
0017-00101-1406

Weight Donut (2)
0017-00042-0993

Pulley 4.5” (2)
0017-00009-0977

End Cap 2x3” (2)
0017-00042-0959

End Cap 2x2 (2)
0017-00042-0958

Carriage Shafts  (2) 
0K50-P0478-0000
Linear Bearing (2)
0017-00006-0178
Retainer Rings
0017-00009-0935

45.75”

Carriage  Donut (1)
0017-00042-0993

Carriage Hardware
Bolt (3-3/4)
0017-00101-1500
Flat Washer (2)
0017-00104-0313
Cap Washer (2)
0017-00104-0368
Plastic Washer (2)
0017-00104-0373
Nut - 0017-00103-0217

Foot Plate
0K50-P0529-0000
(Note: For older units
order: SK50-S0091-0000)

Weight Stack (160 lbs)
AK50-WS017

ED 
Sk50-s0013-0000 Should only be used on older units where the top plate on the weight stack contains no holes. This kit consists of pin, lanyard attachment and plastic eye loop. The plastic eye loop fits over the Bayonet. The old style pin which was made of plastic is going to be upgraded with a rubber tulip head pin, but will still work with this kit.0K50-A1102-0000 Fits only on newer units. Top plate on weight stack has an extra hole to accommodate the pin assembly. Push the end of the lanyard into the hole on the top plate. This style is currently being used on all 9000 strength series and MTS Hammer Units.


